4. Ampiifior 184

Fuse

Fallure

o1, Powerfuse; T 3,15 ; for 110M17 ¥: F6,3A.

02, Fuses 511 and Si2: Speaker fuses

3. Fuse Si3; supply -30 ¥ 1o ground

04. Fuse Si4: supply +30 ¥ to ground

04h. Fuse SIS supply +12¥=

06, Fuse S supply 30V —

No illumination, jukebox completely dead.

No sound on LH channat {Si1) o AH channe! {Si2};
the reason for a blown fuse here might be a shorted
power trarsistor,

Green LED on the amplifier doss net light. After power
on the jukebox does not initialize itself. After some sec-
onds tha fuse Sid blows oo Nofunction. In some cases
the display shows the code 254 - total emor.

Ampiifier is muted, even though the red LED (mute) is
off. Afier power on the jukebox does not inftialize dself.
Mo function.

SCC unit dead - digital display dark jexcept red
LED M still lighting up on cgin insertion}, The LEL's
K and Z arg dark 1o0. After power on the jukebox
does not initialze itself,

The one figure display on the CD controller is dark.
The power supply for the CD controller and the player
i interrupted. Credit circuit via LED M is intermupted.
1 credits still exist or free play iz set a CD will be placed
on the turmtable bt doss not spin. After approx. 1 min,
the CD will be taken back.

If mo credit exist ne CD°s will be placed on the turnta-
ble, the display flashes.

4.3, Volume control

The volume conkrpl of the amglifier, accessible from the
rear of the jukebox, is a separate unit and is connected o
the amplifier via a DIN 45322 plug. This unit can be
screwed off and may be used as a remoie control
Its 5Hine ribbon cable may be extended as required with
any kind of wire. The voltage of the contral wires is &V
DC. The condrel hag two volume knobks. One for the lefl
hand channe! [L) and one for the right hand channel {R}.
In mode 'stered’ (switch 5 in position sterec) only the left
knob is effective. 1n position '2 Kanal {two channel) of the
shde switch both channets ara controllabte separately (bal-
ance lkawise).

An internal automatic yolume controller decreases the
votume level of CDs recorded too lowdly 1o a defined out-
put leve!, 50 that an equal volume level is reached. The
ALC pot is pre-set from the factory. In left position of the
adjustment pot the ALC doas not operate. The separata
‘Cance!' button {C) allows 1o reject a playing track.
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